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pac-Carrier 
Type 9195 / 08A – EP1 – 02A 
 
• For Emerson / Delta V / VE4001S2T2B3, 

VE4002S1T2B3, VE4003S2B4 or VE4005S2B3
• Signal types: 2 x (8 x DI) or 2 x (8 x DO) or  

2 x (8 x AI) or 2 x (8 x AO) 
• pac-Carrier for 8 modules, up to 16 signals 
• IS pac isolator 9170/20-10-11, 9170/20-11-11, 

9170/20-14-11, 9175/20-12-11, 9175/20-14-11, 
9175/20-16-11, 9160/23-10-11 and  
9165/20-11-11 can be used 

• Customized system cable type 9195/C-001 or 
9195/C-002 to automation systems 

• Redundant power supply with message contact 
and exchangeable fuses 

• Horizontal or vertical installation 
• Simple installation on DIN rail or mounting plate
• Many labeling possibilities 
• Fast and secure installation of the isolators 

without tools 
• Comfortable exchange of the isolators with 

secured ejector mechanism 
• Installation possible in Zone 2, Zone 22  

 

3

Comfortable and simple integration of the I.S. isolators IS pac 
into Emerson / Delta V automation systems via system specific 
connection boards and system cables. 
 
(non conductible dust) and Div. 2 

 
 
 
 
 
 
 
System overview 
 

X01 

X31 

system cable 
9195/C-001 or 

9195/C-002 

 

  X02
VE4001S2T1B3
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VE4005S2B3

 
power 
supply 

 

power 
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red. 
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fault 
line 
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SP    ON = single supply 
       OFF = redundant supply 
 

LFS   ON = line fault suppression 
        OFF = line fault detection 

   
   SP 
 
  LFS 

VE4001S2T1B3
VE4002S1T1B3
VE4003S2B4 
VE4005S2B3 
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Selection table 
Control system pac-Carrier 

PLS manufacturer PLS type I/O-cards type Slots HART-MUX Redundancy Type 

Emerson Delta V 

VE4001S2T1B3 
VE4002S1T1B3 

VE4003S2B4 
VE4005S2B3 

8 no no 9195/08A-EP1-02A 

Technical data 
Certificates 
Explosion protection 
Installation 

BVS 03 E213 X 
 II 3 G EEx nAC II T4 

In Zone 2, Zone 22 (non conductible dust), Div. 2 and in the safe area 

Power supply 
Nominal voltage UN 
Redundant supply 
Indication 
Fuse 
Polarity reversal protection 

(X31) 
24 V DC (19 V … 31,2 V) 
yes, decoupled with diodes 
2 LED green „PWR1“; „PWR2“ 
2 x TR5; T 2,0 A; exchangeable, for primary and redundant supply 
yes 

Connection field devices 
Connection 
Number of channels 

 
at the terminals of the I.S. isolators (see “signal loops”) 
16 

Connection automation system 
Connection 
 
 
Number of channels 

(X01, X02) 
plug Sub D 25 pole for 9195/C-001 
for Delta V I/O Module with screw terminal is a cable Sub-D / open end 
available Type 9195/C002 
up to 16 

Error messaging 
Power supply failure PF 
Line fault LF (of IS pac modules) 
Setting switch „SP“ 
Setting switch „LFS“ 

(X31) 
Contact (35 V / 100 mA), closed in good conditions 
Contact (35 V / 100 mA), closed in good conditions 
Power failure message suppressed for redundant supply (single supply)  
Line fault message suppressed 

Ambient conditions 
Ambient temperature 
Storage temperature 
Relative humidity (no condensation) 

 
max. - 20 °C ... + 70 °C (see specification of the I.S. isolators) 
- 40 °C ... + 80 °C 
≤95 % 

Mechanical data 
Weight 
Mounting type 
Mounting position 
Casing / Terminal protection class 
Casing material 
Fire protecting class (UL-94) 

 
approx. 320 g 
on DIN rail, EN 50022 (NS35 / 15, NS35 / 7.5) or mounting plate (4 x screw M6) 
horizontal or vertical 
IP 00 / IP 20 
PA 6.6 
V0 

 
 

Dimension drawing 
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Signal loops 
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Digital output 

 

 

 

 

 

 

 

 
 

Transmitter supply unit 
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Isolating repeater 

 

 

 

 

 

 

 

 

 
 

 

Connection list 

terminal i.s. carrier slot 
output no. channel pin (Sub D 25pole)  X01

system cable X01 
pin (Sub D 25pole)  X02

system cable X02 
1* + slot 1 1 + 14     
  -   1 - 1     

1* + slot 1 2 + 15     
  -   2 - 2     

1* + slot 2 3 + 16     
  -   3 - 3     

1* + slot 2 4 + 17     
  -   4 - 4     

1* + slot 3 5 + 18     
  -   5 - 5     

1* + slot 3 6 + 19     
  -   6 - 6     

1* + slot 4 7 + 20     
  -   7 - 7     

1* + slot 4 8 + 21     
  -   8 - 8     

1* + slot 5 9     + 14 
  -   9     - 1 

1* + slot 5 10     + 15 
  -   10     - 2 

1* + slot 6 11     + 16 
  -   11     - 3 

1* + slot 6 12     + 17 
  -   12     - 4 

1* + slot 7 13     + 18 
  -   13     - 5 

1* + slot 7 14     + 19 
  -   14     - 6 

1* + slot 8 15     + 20 
  -   15     - 7 

1* + slot 8 16     + 21 
  -   16     - 8 

 

We reserve the right to make alterations to the technical data, weights, dimensions, designs and products available without notice.  
The illustration cannot be considered binding. 
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pac-Carrier 
Type 9195 / 08A – EP1 – 01A 
 
• For Emerson / Delta V / VE4001S2T1B3 or 

VE4002S1T1B3 
• Signal types: 2 x (8 x DI) or 2 x (8 x DO) 
• pac-Carrier for 8 modules, up to 16 signals 
• IS pac isolator 9170/20-10-11, 9170/20-11-11, 

9170/20-14-11, 9175/20-12-11, 9175/20-14-11 
and 9175/20-16-11 can be used 

• Customized system cable type  
9195/C-001 or 9195/C-002 to automation 
systems 

• Redundant power supply with message 
contact and exchangeable fuses 

• Horizontal or vertical installation 
• Simple installation on DIN rail or mounting 

plate 
• Many labeling possibilities 
• Fast and secure installation of the isolators 

without tools 
• Comfortable exchange of the isolators with 

secured ejector mechanism 
• Installation possible in Zone 2, Zone 22  
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Comfortable and simple integration of the I.S. isolators IS pac 
into Emerson / Delta V automation systems via system specific 
connection boards and system cables. 
 
(non conductible dust) and Div. 2 

 
 
 
 
 
 
 
System overview 
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Selection table 
Control system pac-Carrier 

PLS manufacturer PLS type I/O-cards type Slots HART-MUX Redundancy Type 

Emerson Delta V VE4001S2T1B3 
VE4002S1T1B3 8 no no 9195/08A-EP1-01A 

Technical data 
Certificates 
Explosion protection 
Installation 

BVS 03 E213 X 
 II 3 G EEx nAC II T4 

In Zone 2, Zone 22 (non conductible dust), Div. 2 and in the safe area 

Power supply 
Nominal voltage UN 
Redundant supply 
Indication 
Fuse 
Polarity reversal protection 

(X31) 
24 V DC (19 V … 31,2 V) 
yes, decoupled with diodes 
2 LED green „PWR1“; „PWR2“ 
2 x TR5; T 2,0 A; exchangeable, for primary and redundant supply 
yes 

Connection field devices 
Connection 
Number of channels 

 
at the terminals of the I.S. isolators (see “signal loops”) 
16 

Connection automation system 
Connection 
 
 
Number of channels 

(X01, X02) 
plug Sub D 25 pole for 9195/C-001or 9195/C-002 
for Delta V I/O Module with screw terminal is a cable Sub-D / open end 
available Type 9195/C002 
up to 16 

Error messaging 
Power supply failure PF 
Line fault LF (of IS pac modules) 
Setting switch „SP“ 
Setting switch „LFS“ 

(X31) 
Contact (35 V / 100 mA), closed in good conditions 
Contact (35 V / 100 mA), closed in good conditions 
Power failure message suppressed for redundant supply (single supply)  
Line fault message suppressed 

Ambient conditions 
Ambient temperature 
Storage temperature 
Relative humidity (no condensation) 

 
max. - 20 °C ... + 70 °C (see specification of the I.S. isolators) 
- 40 °C ... + 80 °C 
≤95 % 

Mechanical data 
Weight 
Mounting type 
Mounting position 
Casing / Terminal protection class 
Casing material 
Fire protecting class (UL-94) 

 
approx. 320 g 
on DIN rail, EN 50022 (NS35 / 15, NS35 / 7.5) or mounting plate (4 x screw M6) 
horizontal or vertical 
IP 00 / IP 20 
PA 6.6 
V0 

 
 

Dimension drawing 
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Signal loops 
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Digital output  
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Connection list 

 

terminal i.s. carrier slot 
input no. channel pin (Sub D 25pole)  X01

system cable X01 
pin (Sub D 25pole) X02

system cable X02 

10 + slot 1 1 + 14     
11 -   1 - 1     
14 + slot 1 2 + 15     
15 -   2 - 2     
10 + slot 2 3 + 16     
11 -   3 - 3     
14 + slot 2 4 + 17     
15 -   4 - 4     
10 + slot 3 5 + 18     
11 -   5 - 5     
14 + slot 3 6 + 19     
15 -   6 - 6     
10 + slot 4 7 + 20     
11 -   7 - 7     
14 + slot 4 8 + 21     
15 -   8 - 8     
10 + slot 5 9     + 14 
11 -   9     - 1 
14 + slot 5 10     + 15 
15 -   10     - 2 
10 + slot 6 11     + 16 
11 -   11     - 3 
14 + slot 6 12     + 17 
15 -   12     - 4 
10 + slot 7 13     + 18 
11 -   13     - 5 
14 + slot 7 14     + 19 
15 -   14     - 6 
10 + slot 8 15     + 20 
11 -   15     - 7 
14 + slot 8 16     + 21 
15 -   16     - 8 

 

We reserve the right to make alterations to the technical data, weights, dimensions, designs and products available without notice.  
The illustration cannot be considered binding. 
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pac-Carrier 
Type 9195 / 08A – EP1 – 03A 
 
• For Emerson / Delta V / VE4003S3B4 
• Signal types: 2 x (8 x AI) 
• pac-Carrier for 8 modules, up to 16 signals 
• IS pac isolator 9160/23-11-11 and  

9182/20-51-11 can be used 
• Customized system cable type 9195/C-001 or 

9195/C-002 to automation systems 
• Redundant power supply with message contact 

and exchangeable fuses 
• Horizontal or vertical installation 
• Simple installation on DIN rail or mounting plate
• Many labeling possibilities 
• Fast and secure installation of the isolators 

without tools 
• Comfortable exchange of the isolators with 

secured ejector mechanism 
• Installation possible in Zone 2, Zone 22  

(non conductible dust) and Div. 2 
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Comfortable and simple integration of the I.S. isolators IS pac 
into Emerson / Delta V automation systems via system specific 
connection boards and system cables. 
 
 
 
 
 
 
 
 
System overview 
 

 

X02  
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SP    ON = single supply 
       OFF = redundant supply 
 

LFS   ON = line fault suppression 
        OFF = line fault detection 
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Selection table 
Control system pac-Carrier 

PLS manufacturer PLS type I/O-cards type Slots HART-MUX Redundancy Type 

Emerson Delta V VE4003S3B4 8 no no 9195/08A-EP1-03A 

Technical data 
Certificates 
Explosion protection 
Installation 

BVS 03 E213 X 
 II 3 G EEx nAC II T4 

In Zone 2, Zone 22 (non conductible dust), Div. 2 and in the safe area 

Power supply 
Nominal voltage UN 
Redundant supply 
Indication 
Fuse 
Polarity reversal protection 

(X31) 
24 V DC (19 V … 31,2 V) 
yes, decoupled with diodes 
2 LED green „PWR1“; „PWR2“ 
2 x TR5; T 2,0 A; exchangeable, for primary and redundant supply 
yes 

Connection field devices 
Connection 
Number of channels 

 
at the terminals of the I.S. isolators (see “signal loops”) 
8 

Connection automation system 
Connection 
 
 
Number of channels 

(X01, X02) 
plug Sub D 25 pole for 9195/C-001 
for Delta V I/O Module with screw terminal is a cable Sub-D / open end 
available Type 9195/C002 
up to 16 

Error messaging 
Power supply failure PF 
Line fault LF (of IS pac modules) 
Setting switch „SP“ 
Setting switch „LFS“ 

(X31) 
Contact (35 V / 100 mA), closed in good conditions 
Contact (35 V / 100 mA), closed in good conditions 
Power failure message suppressed for redundant supply (single supply)  
Line fault message suppressed 

Ambient conditions 
Ambient temperature 
Storage temperature 
Relative humidity (no condensation) 

 
max. - 20 °C ... + 70 °C (see specification of the I.S. isolators) 
- 40 °C ... + 80 °C 
≤95 % 

Mechanical data 
Weight 
Mounting type 
Mounting position 
Casing / Terminal protection class 
Casing material 
Fire protecting class (UL-94) 

 
approx. 320 g 
on DIN rail, EN 50022 (NS35 / 15, NS35 / 7.5) or mounting plate (4 x screw M6) 
horizontal or vertical 
IP 00 / IP 20 
PA 6.6 
V0 

 
 

Dimension drawing 
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Signal loops 
 
 
Transmitter supply unit 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Temperature transmitter 
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Connection list 

 

terminal i.s. carrier slot 
input no. channel pin  X01 

system cable X01 
pin  X02 

system cable X02 

1* + slot 1 1 + 14     
  - input 1 1 - 1     

1* + slot 1 2 + 15     
  - input 2 2 - 2     

1* + slot 2 3 + 16     
  - input 3 3 - 3     

1* + slot 2 4 + 17     
  - input 4 4 - 4     

1* + slot 3 5 + 18     
  - input 5 5 - 5     

1* + slot 3 6 + 19     
  - input 6 6 - 6     

1* + slot 4 7 + 20     
  - input 7 7 - 7     

1* + slot 4 8 + 21     
  - input 8 8 - 8     

1* + slot 5 9     + 14 
  - input 9 9     - 1 

1* + slot 5 10     + 15 
  - input 10 10     - 2 

1* + slot 6 11     + 16 
  - input 11 11     - 3 

1* + slot 6 12     + 17 
  - input 12 12     - 4 

1* + slot 7 13     + 18 
  - input 13 13     - 5 

1* + slot 7 14     + 19 
  - input 14 14     - 6 

1* + slot 8 15     + 20 
  - input 15 15     - 7 

1* + slot 8 16     + 21 
  - input 16 16     - 8 

We reserve the right to make alterations to the technical data, weights, dimensions, designs and products available without notice.  
The illustration cannot be considered binding. 
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